Armband / Bracelet

Entwurf und Ausfiihrung Juliane Winter / Design and Execution Julian

Name: Spitze fir gewundenen
Armreif (ca. 31cm x 2 cm
abgewickelte Lénge fir Band im
Mittelteil) / Lace for twisted bangle
(approx. 31 cm x 2 cm unwound
length for band in the centre section)
Material: Alterfil-metallic M30-020, Perlen
Durchmesser 4mm, gewundener Armreif, (ca.
31cm x 2 cm abgewickelte Lange fur Band im
Mittelteil) / Alterfil-metallic M30-020, beads diameter
4mm, twisted bangle, (approx. 31cm x 2 cm unwound
length for band in centre section)
Paare / Pairs: 10

Vorbereitung: Die beiden Teile des Kldppelbriefes an
der gestrichelten Linie aneinander kleben./
Preparation: Glue the two parts of the bobbin lace
pattern together along the dotted line.

Beschreibung: 12 Paare aufstecken. Den mittleren
Teil des Armbandes in Pfeilrichtung im Lécherschlag
kiéppeln. Dabei an den markierten Stellen Perlen
einarbeiten.

Mit den beiden Langspaaren vor den Randern jeweils
Leinenschlag kléppeln.

Die Rander selbst im Umkehrschlag kléppeln.

Die fertige Spitze mit unsichtbaren Nylonfaden in den Copyright@ Juliane Winter‘2623
Armreif einnahen.

Description: Attach 12 pairs. Make the centre part of the bracelet in the direction of the arrow in the hole stitch. Work in
beads at the marked points. Make cloth stitch with the two passive pairs in front of the edges. Work the edges
themselves in reverse stitch. Sew the finished lace into the bangle using invisible nylon thread.
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